SECTION VIEW A1

Proposed Paving
(driveway, patio,

sport court,
hardscaping, etc.)
3% Slope —>
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Option: ; qu
Top 6 inches of trench .
[ |

may be decorative stone
(1.5" to 3”7 diameter)

Protective layer of filter :b
fabric (no_fabric at bottom ) i;

of trench) Mirafi 140—N or Y

[ ]
from a drop height of 3 feet C. Depth
or less so as to avoid OG 4—foot

NOT TO SCALE
SEE PLAN FOR ALL DIMENSIONS

Trench Width Varies ——

Trench filled with 1.5” to 3"
diameter clean stone ASTM
D—448. Stone to be placed

damaging filter fabric.

Proposed/Existing Grade

MCDPS approved equivalent.

6” sand filter layer
ASTM C-33 clean
aggregate sand

PLAN VIEW

NOT TO SCALE
SEE PLAN FOR ALL DIMENSIONS

LAYOUT OPTION 1

Proposed Paving/
Hardscaping Cross—Sloped
to Gravel Trench
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Length Varies

LAYOUT OPTION 2

Proposed Paving/
Hardscaping Cross—Sloped
to Gravel Trench

Optional Grass—Strip Buffer (2 foot min.)

NOTES:
@ Manufactured sand is not acceptable in drywells.

@ Drywells must be located:
- 5 ft min. from property lines
- 10 ft min. from slab on-grade buildings
- 20 ft min. from building foundation
- 20 ft min. from another drywell
- 30 ft min. from septic trench or tank
- 50 ft min. from alternate well location
- 100 ft min. from primary well location
- so as to minimize any basement seepage

e All dimensions are to be specified by design engineer.

e Drywell locations may be field-adjusted based
upon site conditions, with inspector's approval.

PROP. GRAVEL TRENCH

Varies

o

Length Varies

\ without MCDPS approval.

HA Iwmh e Drywells must be located in undisturbed soil (not in fill).

| e Drywells may not be combined or eliminated

MONTGOMERY COUNTY
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DATE:
GRAVEL TRENCH March 2007
DRYWELL FOR
DRIVEWAY/
HARDSCAPING SCALE:

NONE




